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1. Executive summary 
The Health Service Executive (HSE)-Medicines Management Programme (MMP) aims to support 

safe, effective and cost-effective prescribing in the Irish healthcare setting.  

 

The MMP identified preferred continuous glucose monitoring (CGM) sensor(s) with associated 

system(s) in July 2024. A reduction in total monthly expenditure on CGM sensors has occured, 

despite an increase in the number of individuals with a paid claim for a CGM sensor each month.   

Since publication of the preferred CGM sensors with associated system(s) in July 2024, additional 

CGM sensors have been added to the HSE Reimbursement List, with changes to the supply of 

existing CGM sensors also expected throughout 2026. The purpose of this updated evaluation is to 

review the choice of preferred CGM sensor(s) with associated system(s), to realise further, sustained 

efficiencies in this area.  

 

The identification of the preferred CGM sensor(s) with associated system(s) was carried out in 

accordance with the evaluation process outlined in the HSE-MMP roadmap for the identification of 

preferred continuous glucose monitoring sensor(s) with associated system(s). 

 

The MMP has identified the following preferred CGM sensors for stand-alone use.  

 

Preferred CGM sensors for stand-alone use 

CGM sensora Reimbursement code 

Freestyle Libre 2 Plus 86901 

Freestyle Libre 2 (for existing users only)b 85581 

Dexcom ONE+ 97636 

Accu-Chek SmartGuide 97633 
aListed alphabetically by supplier name; bAbbott Laboratories Ireland Ltd intend to discontinue the Freestyle Libre 2 CGM sensor at the end 
of 2026, therefore it remains a preferred product until such a time that the product is no longer available.    

 

For people with diabetes who are insulin pump users, using the Mylife Ypsopump, the MMP has 

identified one preferred CGM sensor.  

 

Preferred CGM sensor for use with Mylife Ypsopump 

CGM sensor Reimbursement code 

Freestyle Libre 3 Plus  86903 
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2. Background 
Diabetes mellitus is defined by the World Health Organisation as a chronic, metabolic disease, 

characterised by elevated levels of blood glucose, which leads over time to serious damage to the 

heart, blood vessels, eyes, kidneys and nerves. There are different types of diabetes, including type 1 

diabetes mellitus (T1DM), type 2 diabetes mellitus and gestational diabetes.1, 2 

 

CGM systems provide an alternative approach to using blood glucose test strips (BGTS) for self-

monitoring of blood glucose (SMBG), by measuring glucose levels in the interstitial fluid (a thin layer 

of fluid around the cells). These systems comprise of sensors (self-administered subcutaneously, and 

replaced every 7 to 15 days depending on the system), transmitters (or combined sensors and 

transmitters), and a mechanism to display the results (readers/receivers or smart device app). There 

are two types of CGM systems; real-time CGM (rtCGM) and intermittently scanned CGM (isCGM).3 

 

CGM sensors can be accessed on the Community Drug Schemes (CDS), as they are included on the 

HSE Reimbursement List.4 For CGM sensors to be included on the HSE Reimbursement List, they 

must have satisfied the certification process, in accordance with the relevant HSE-Primary Care 

Reimbursement Service (PCRS) guidelines in place at the time of their addition to the HSE 

Reimbursement List. The current guidelines for this process are entitled HSE-PCRS Diabetes 

Consumables Guidelines for Suppliers/Manufacturers/Distributors (November 2023).5 This process is 

underpinned by the Health (Pricing and Supply of Medical Goods) Act 2013.6 

 

The Health Products Regulatory Authority (HPRA) has a regulatory role involving the monitoring of 

medical devices (e.g. CGM sensors) in Ireland including operating a national safety reporting system 

for medical devices.7  

 

3. Purpose 
The MMP first identified preferred CGM sensors with associated systems in July 2024.8 Since 

publication in July 2024, additional CGM sensors have been added to the HSE Reimbursement List, 

with changes to the supply of existing CGM sensors also expected throughout 2026. The purpose of 

this evaluation is to review the choice of preferred CGM sensor(s) with associated system(s), as part 

of the MMP’s remit to support safe, effective and cost-effective prescribing in the Irish healthcare 

setting. 

 

This evaluation is aimed at achieving sustained efficiencies by the identification of preferred CGM 

sensor(s) with associated system(s).  
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4. Scope 
This evaluation considers CGM sensors on the HSE Reimbursement List with their associated 

system(s), which are currently available for supply to the Irish market. Review under the criteria 

outlined in section 10.2 is limited to CGM sensor(s) with associated system(s) that were submitted 

for inclusion during the evaluation as part of the 2025 HSE-MMP roadmap for the identification of 

preferred continuous glucose monitoring sensor(s) with associated system(s) (Appendix A), and 

where the submission included an accompanying cover page (Appendix B) for the CGM sensor(s) 

with associated system(s). 

 

CGM sensors are reimbursed by the HSE on the CDS. Associated equipment (e.g. transmitters and 

readers/receivers), where required, are either sourced from the supplier directly or managed 

through HSE Community Funded Schemes, administered by the health region in which the person 

resides. Information regarding the reimbursement price of CGM sensors and whether there is a cost 

for associated equipment is provided in this document. 

 

5. Definitions 
For the purposes of this document, the reimbursement price refers to the price as listed on the HSE 

Reimbursement List, available on the HSE-PCRS website, www.pcrs.ie. Reimbursement prices and 

other costs are correct as of 1 August 2026 unless otherwise stated. 

 

Acquisition cost, when referred to in this document, refers to the acquisition cost to the PCRS, and is 

based on the published reimbursement price, and excludes value-added tax (VAT) and pharmacy 

fees. 

 

For the purpose of this document, diabetes mellitus may also be referred to as diabetes.  

For the purpose of this document, the use of a stand-alone CGM sensor, implies the scenario where 

a CGM sensor is used independently of an insulin pump.  

 

The term supplier refers to a company that has submitted a CGM sensor(s) with associated system(s) 

for inclusion in this evaluation process, and may include a manufacturer, distributor or agent for the 

CGM sensor(s) with associated system(s). 
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6. Health Information and Quality Authority Rapid Health Technology 
Assessment of Continuous Glucose Monitoring in Adults with Type 1 Diabetes 
Mellitus  
Following a request from the office of the Chief Clinical Officer in the HSE, the Health Information 

and Quality Authority (HIQA) completed a rapid health technology assessment (HTA) of CGM in 

adults with T1DM.3 The rapid HTA, published in September 2023, provided advice on the clinical-

effectiveness, cost-effectiveness, and budget impact of providing CGM for adults with T1DM. This 

assessment includes a number of recommendations and advice points, with the following relevant to 

this evaluation3: 

• Switching to an economically advantageous CGM system, when clinically appropriate to do 

so, may result in cost savings for the HSE. 

 

7. National Clinical Guideline: Adult Type 1 Diabetes Mellitus 
The Department of Health updated the national clinical guideline for adults with T1DM in May 2024, 

entitled Adult Type 1 Diabetes Mellitus v2, National Clinical Guideline No.17 May 2024.9 Part of the 

process of developing this guideline involved contextualising the National Institute for Health and 

Care Excellence guideline NG17, “Type 1 diabetes in adults: diagnosis and management,” for use in 

Ireland.10  

 

The updated guideline includes information in relation to the use of CGM systems in adults with 

T1DM.  

 

8. Diabetes mellitus & CGM – expenditure and utilisation  
The Long Term Illness (LTI) scheme is a non-means tested, condition specific, prescription charge 

exempt primary care scheme operationalised by the HSE-PCRS. The scheme commenced in 1970 

through the Health Act (1970) and was last amended in 1975.11 The scheme provides medicines and 

consumable appliances for the treatment of diabetes mellitus free of charge. In 2024, total 

expenditure by the HSE-PCRS for diabetes mellitus on the LTI scheme was €309.71 million.12 This 

expenditure reflected utilisation by 175,869 people in Ireland. The majority of expenditure for 

diabetes mellitus medicines and consumables is on this scheme with some additional expenditure 

under the General Medical Services (GMS) and Drugs Payment (DP) schemes.13  

 

According to MMP analysis, HSE-PCRS monthly expenditure on CGM sensors (inclusive of pharmacy 

fees and VAT), increased from approximately €1.57 million in January 2021 to €5.35 million in 

December 2023.13  
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In light of the significant increase in expenditure and recommendations from the HIQA rapid HTA, 

the HSE introduced a single reimbursement application system for all CGM sensors on the HSE 

Reimbursement List in December 2023, through which reimbursement support for CGM sensors is 

available for patients with T1DM only.14, 15  

 

In July 2024, the MMP completed the evaluation which identified Freestyle Libre 2 (reimbursement 

code: 85581) and Dexcom ONE+ (reimbursement code: 97636) as preferred CGM sensors with 

associated systems.8  

 

Figure 1 illustrates total expenditure per month on CGM sensors on the CDS from 2021 to 2025.  

 

 
Figure 1 Total expenditure (inclusive of pharmacy fees and VAT) per month on CGM sensors on the 
Community Drug Schemes 2021-2025  
 

The approximate total annual expenditure (inclusive of pharmacy fees and VAT) on CGM sensors on 

the CDS between 2021 and 2025 is outlined in Table 1. 

 

Table 1 Total annual expenditure on CGM sensors on the Community Drug Schemes 2021-2025 

Year Total expenditurea 

2021 €23.78 m 

2022 €35.13 m 

2023 €55.72 m 

2024 €56.62 m 

2025 €59.46 m 
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Figure 2 illustrates the total number of individuals per month with a paid claim for a CGM sensor on 

the CDS from 2021-2025.  

 

 
Figure 2 Total number of individuals per month with a paid claim for a CGM sensor on the 
Community Drug Schemes 2021-2025  
 

Figure 1 illustrates a reduction in total monthly expenditure on CGM sensors on the CDS in quarter 

one 2024 to approximately €4.74 million per month, followed by a decline in the rate of increase in 

total monthly expenditure throughout 2024 and 2025. Despite this, as seen in Figure 2, the number 

of individuals with a paid claim for a CGM sensor on the CDS throughout 2024 and 2025 continued 

to increase.  

 

In December 2025, the number of individuals with a paid claim for a CGM sensor on the CDS was 

approximately 22,000 and total monthly expenditure was approximately €5.27 million. While in 

November 2023, the number of individuals with a paid claim for a CGM sensor on the CDS was 

approximately 17,100, and total monthly expenditure was approximately €5.37 million.   

 

The decline in monthly expenditure and the associated improved value for money in this area, is due 

to an increased uptake of preferred CGM sensors, in combination with other initiatives.   
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9. Identification of the preferred CGM sensor(s)  
The identification of the preferred CGM sensor(s) with associated system(s) was carried out in 

accordance with the evaluation process outlined in the 2025 HSE-MMP roadmap for the 

identification of preferred continuous glucose monitoring sensor(s) with associated system(s).  

 

9.1 MMP roadmap  
The MMP published the 2025 HSE-MMP roadmap for the identification of preferred continuous 

glucose monitoring sensor(s) with associated system(s) on 10 November 2025. A copy of the 

roadmap is available in Appendix A. 

 

9.2 MMP evaluation process 
As part of the evaluation process for the identification of preferred CGM sensor(s) with associated 

system(s), a period of consultation with stakeholders was undertaken between 10 November 2025 

and 8 December 2025. Suppliers of CGM sensors on the HSE Reimbursement List were notified of 

publication of the roadmap and of the commencement of the evaluation process. Information in 

relation to the evaluation process was published on the MMP’s website. The National Clinical 

Programme for Diabetes was also notified of the publication of the roadmap and of the 

commencement of the evaluation process.   

 

10. Evaluation  

10.1 Cover page  
For a CGM sensor to be considered for inclusion in this process, suppliers were required to complete 

and sign a cover page, confirming compliance of the submitted CGM sensor and associated systems 

with:  

• Applicable national standards and European Commission standards 

• All applicable laws. 

A copy of the cover page is available in Appendix B.  

 

10.2 Criteria 
In line with the 2025 HSE-MMP roadmap for the identification of preferred continuous glucose 

monitoring sensor(s) with associated system(s), the MMP considered the following criteria when 

identifying the preferred list: 

1. Acquisition cost of the CGM sensor 

2. CGM sensor features 

3. Associated system features (and acquisition costs if applicable) 
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4. Expenditure in the area and potential for cost efficiencies 

5. Provision of patient support services by the supplier 

6. Provision of education resources to healthcare professionals (HCP) by the supplier 

7. Robustness of supply of CGM sensor with associated system to the Irish market 

8. Patient factors 

9. Any other relevant factors  

 

In relation to the submissions received from suppliers during the evaluation process, the nine criteria 

above were employed in identifying the preferred CGM sensor(s). The MMP evaluated 12 individual 

CGM sensors with associated systems from five suppliers under these criteria. The MMP reviewed 

information as submitted by suppliers and in cases where further information was required, this was 

requested as part of the evaluation process. The MMP undertook a factual accuracy check of 

information included in this document with suppliers. Where the factual accuracy check was not 

completed by the supplier of a CGM sensor, corresponding information on the product was not 

included in this document. 

 

Table 2 outlines the CGM sensor submissions received from suppliers during the evaluation process. 

 

Table 2 CGM sensor submissions received from suppliers during the evaluation process 

Supplier Reimbursement 
code(s) 

CGM sensora 

Abbott Laboratories Ireland 
Ltd 

85581 Freestyle Libre 2 

Abbott Laboratories Ireland 
Ltd 

86901 Freestyle Libre 2 Plus 

Abbott Laboratories Ireland 
Ltd 

86903 Freestyle Libre 3 Plus 

Dexcom 97628, 97629 Dexcom G6 

Dexcom 97631 Dexcom G7 

Dexcom 97636 Dexcom ONE+ 

GlucoRx Ltd 85241 GlucoRx Aidex 

MiniMed 97680 Medtronic Guardian Sensor 3 MMT-7020C1 

MiniMed 97645 Medtronic Guardian Sensor 4 MMT-7040C1 

MiniMed 97671 Medtronic Guardian Sensor 4 MMT-7040QC1 

MiniMed 94391 Simplera Sync Sensor MMT-5120C1 

Roche Diagnostics Ltd 97633 Accu-Chek SmartGuide 
aListed alphabetically by supplier name. 

 

Submissions were also received from a consultant endocrinologist and a HCP organisation which 

were given due consideration throughout this evaluation.  
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10.2.1 Acquisition cost of the CGM sensor 
The acquisition cost of the CGM sensors that were submitted as part of the MMP evaluation for the 

identification of preferred continuous glucose monitoring sensor(s) with associated system(s) were 

considered under this criterion. 

 

As part of the evaluation, 12 individual CGM sensors on the HSE Reimbursement List, with 13 

presentations based on pack size, were submitted.4 

 

Information outlined in Table 3 includes the reimbursement price, cost per day and annual cost to 

the HSE per person, for each CGM sensor submitted as part of this evaluation.  

 

Table 3 Reimbursement price, cost per day and annual cost to the HSE per person, for each CGM 
sensor submitted as of 01/08/2026 

CGM sensor Reimbursement 
code 

Pack 
size 

Reimbursement 
pricea (€) 

Sensor 
duration 
 

Cost 
Per 

Dayb,c 
(€) 

Annual cost to 
the HSEb,d (€) 

Freestyle 
Libre 2 85581 1 44.00 14 days 3.14 

 
1491.70 

Freestyle 
Libre 2 Plus 86901 1 47.14 15 days 3.14 

 
1486.29 

Freestyle 
Libre 3 Plus 86903 1 56.57 15 days 3.77 

 
1768.73 

Dexcom G6 97628 1 68.00 10 days 6.80 
 

3129.38 

Dexcom G6 97629 3 204.00 10 days 6.80 
 

3129.38 

Dexcom G7 97631 1 57.00 

10 days 
(12-hour 
grace 
period) 5.70 

 
2635.19 

Dexcom 
ONE+ 97636 1 31.62 

10 days 
(12-hour 
grace 
period) 3.16 

 
1494.98 

GlucoRx 
Aidex 85241 1 35.34 14 days 2.52 

 
1213.80 

Medtronic 
Guardian 
Sensor 3 
MMT-7020C1 97680 5 239.00 

Up to 7 
days 6.83 

 
3131.58 

Medtronic 
Guardian 
Sensor 4 
MMT-7040C1 97645 5 239.00 

Up to 7 
days 6.83 

 
3131.58 
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Medtronic 
Guardian 
Sensor 4 
MMT-
7040QC1 97671 5 239.00 

Up to 7 
days 6.83 

 
3131.58 

Simplera Sync 
Sensor MMT-
5120C1 94391 5 239.00 

Up to 7 
days 6.83 3131.58 

Accu-Chek 
SmartGuide 97633 1 44.00 14 days 3.14 1491.70 

aReimbursement price correct as of 01/08/2026; bDoes not account for higher quantities, which may be required due to the 
available pack size. Assumes each sensor is worn for the maximum wear time, excluding any grace period; cBased on the 
reimbursement price, exclusive of pharmacy fees and VAT; dInclusive of pharmacy fees and VAT 

 

As outlined in Table 3, the cost per day for the individual CGM sensors ranges from €2.52 to €6.83. In 

2023, CGM sensors with a higher cost per day (i.e. greater than or equal to €5.70) accounted for the 

majority of utilisation of CGM sensors on the CDS. Since publication of the original evaluation, there 

has been a substantial increase in the utilisation of preferred CGM sensors with a lower cost per 

day.13 

 

In addition, there is now a CGM sensor available for reimbursement on the CDS with insulin pump 

compatibility with a lower cost per day, than the CGM sensors with insulin pump compatibility that 

were available for reimbursement on the CDS at the time of publication of the original evaluation. 

 

Recommendation 
In relation to the criterion of acquisition cost of CGM sensors, the MMP is of the opinion that CGM 

sensors with a lower cost per day should be considered for inclusion in the preferred list of CGM 

sensors, once all other criteria have also been satisfied.  

 

For a CGM sensor without insulin pump compatibility (i.e. stand-alone use), currently a cost per day 

of less than or equal to €3.16 captures more than one option for patients and prescribers to choose 

from, while also allowing for continued efficiencies to be generated.  

 

For patients using an insulin pump who require a compatible CGM sensor, the cost per day of the 

CGM sensor should be a key consideration. 

 

10.2.2 CGM sensor features 
The features of the CGM sensors that were submitted as part of the MMP evaluation for the 

identification of preferred continuous glucose monitoring sensor(s) with associated system(s) were 
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considered under this criterion. Several aspects of CGM sensor features were considered, based on 

the information outlined in submissions, including: 

• CGM sensor type  

• Warm up time of CGM sensor 

• Adjunctive status and calibration details of CGM sensor 

• Age requirement for CGM sensor 

• Application site of CGM sensor 

• Accuracy of CGM sensor 

• Lifespan of CGM sensor 

• Size of CGM sensor 

• Details of water-resistant or waterproof nature of CGM sensor. 

 

10.2.2.1 CGM sensor type 
The CGM sensors considered as part of this evaluation were classified by suppliers as either isCGM 

sensors and/or rtCGM sensors. Sensor type classification of each CGM sensor submitted as part of 

the evaluation is outlined in Table 4. 

 

Table 4 Sensor type of each CGM sensor submitted 

CGM sensor Sensor type 

Freestyle Libre 2 rtCGM when Freestyle LibreLink app on a 
smartphone is used,  
isCGM when the reader is used as the display 
device. 

Freestyle Libre 2 Plus rtCGM when Freestyle LibreLink app on a 
smartphone is used, 
isCGM when the reader is used as the display 
device. 

FreeStyle Libre 3 Plus rtCGM 

Dexcom G6 rtCGM 

Dexcom G7 rtCGM 

Dexcom ONE+ rtCGM 

Medtronic Guardian Sensor 3 MMT-7020C1 rtCGM 

Medtronic Guardian Sensor 4 MMT-7040C1 rtCGM 

Medtronic Guardian Sensor 4 MMT-7040QC1 rtCGM 

Simplera Sync Sensor MMT-5120C1 rtCGM 

Accu-Chek SmartGuide rtCGM 
isCGM: intermittently scanned continuous glucose monitoring; rtCGM: real-time continuous glucose monitoring 

 

Further information regarding CGM sensor type  
All CGM sensors submitted have rtCGM capability. All CGM sensors, except the Freestyle Libre 2 and 

Freestyle Libre 2 Plus, provide rtCGM through all of the available display devices. When Freestyle 
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Libre 2 or Freestyle Libre 2 Plus are used with the Freestyle LibreLink smartphone app, real-time 

glucose readings are transmitted every minute to the user’s smartphone, i.e. rtCGM classification. 

The same reader works with both Freestyle Libre 2 and Freestyle Libre 2 Plus. If using a Freestyle 

Libre 2 reader as the display device, the sensor updates readings every minute, however the user 

must scan the CGM sensor for glucose readings to be displayed i.e. isCGM classification. The 

Freestyle Libre 3 Plus reader is a streaming reader, therefore no scanning is required (i.e. rtCGM). 

 

10.2.2.2 Warm up time of CGM sensor 
The initial warm up time for each CGM sensor submitted as part of the evaluation is outlined in 

Table 5. 

 

Table 5 Warm up time for each CGM sensor submitted 

CGM sensor Warm up time 

Freestyle Libre 2 60 minutes 

Freestyle Libre 2 Plus 60 minutes 

Freestyle Libre 3 Plus 60 minutes 

Dexcom G6 120 minutes 

Dexcom G7 30 minutes 

Dexcom ONE+ 30 minutes 

Medtronic Guardian Sensor 3 MMT-7020C1 120 minutes 

Medtronic Guardian Sensor 4 MMT-7040C1 120 minutes 

Medtronic Guardian Sensor 4 MMT-7040QC1 120 minutes 

Simplera Sync Sensor MMT-5120C1 120 minutes 

Accu-Chek SmartGuide 60 minutes 

 

10.2.2.3 Adjunctive status and calibration details 
CGM systems may be adjunctive, that is, they should be used in conjunction with SMBG using BGTS 

and an associated meter before making a treatment decision, or non-adjunctive, that is, no SMBG 

with BGTS is required.3 

 

An overview of the current adjunctive status and calibration details, for each CGM sensor submitted 

as part of the evaluation, is outlined in Table 6 and Table 7 respectively. 

 

Table 6 Adjunctive status of each CGM sensor submitted 

CGM sensor Adjunctive status of CGM 
sensor 

Freestyle Libre 2 No 

Freestyle Libre 2 Plus No 

Freestyle Libre 3 Plus No 

Dexcom G6 No 

Dexcom G7 No 
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Dexcom ONE+ No 

Medtronic Guardian Sensor 3 MMT-7020C1 Yes 

Medtronic Guardian Sensor 4 MMT-7040C1 No 

Medtronic Guardian Sensor 4 MMT-7040QC1 No 

Simplera Sync Sensor MMT-5120C1 No 

Accu-Chek SmartGuide No 

 

Table 7 Calibration details for each CGM sensor submitted 

CGM sensor Factory calibrated Capillary glucose 
calibration required 

Freestyle Libre 2 Yes No 

Freestyle Libre 2 Plus Yes No 

Freestyle Libre 3 Plus Yes No 

Dexcom G6 Yes No 

Dexcom G7 Yes No 

Dexcom ONE+ Yes No 

Medtronic Guardian Sensor 3 MMT-7020C1 No  Yes 

Medtronic Guardian Sensor 4 MMT-7040C1 Yes No 

Medtronic Guardian Sensor 4 MMT-7040QC1 Yes No 

Simplera Sync Sensor MMT-5120C1 Yes No 

Accu-Chek SmartGuide No Yes 

 

Further information regarding non-adjunctive CGM sensors 
In the case of the non-adjunctive CGM sensors, the CGM glucose readings can be used to make 

treatment decisions without SMBG using BGTS with an associated meter.3 However, SMBG using 

BGTS is still required with non-adjunctive CGM systems in certain scenarios. For example, people 

with diabetes are typically still cautioned to use SMBG to make treatment decisions if alerts and 

readings from their CGM system do not match their symptoms or expectations. 

 

Further information regarding the adjunctive CGM sensor 
MiniMed outlines that the Medtronic Guardian Sensor 3 MMT-7020C1 is not intended to be used 

directly for making therapy adjustments, but rather to provide an indication of when a finger prick 

may be required. All therapy adjustments should be based on measurements obtained through a 

blood glucose monitor.  

 

Further information regarding calibration of CGM sensors 

Medtronic Guardian Sensor 3 MMT-7020C1 
The Medtronic Guardian Sensor 3 MMT-7020C1 is not factory calibrated and requires capillary 

glucose calibration. The first calibration occurs on day one within two hours of insertion of a new 

CGM sensor, and then again within six hours, and then every 12 hours thereafter. For optimal use 

post day one, the sensor should be calibrated three to four times per day.  



 

14 
 

Accu-Chek SmartGuide  
The Accu-Chek SmartGuide system operates in two modes. Initially, it is in “trend mode”, where 

CGM values should only be used to see trends and as a general reference; therapy decisions like 

insulin dosing must be based on blood glucose meter results. After successful calibration, requested 

by the app, the sensor enters “therapy mode”. In therapy mode CGM values can be used to make 

therapy decisions, such as insulin dosing. The calibration routine is only required with the start of 

each new sensor applied. 

 

An initial calibration routine is required and this process involves the following two steps. 

• The first calibration is prompted 12 hours after sensor insertion. Performing this moves the 

sensor to therapy mode. In therapy mode, CGM values can be used to make therapy 

decisions, such as insulin dosing. 

• A second calibration reading must be entered between 30 minutes and three hours after the 

first calibration to confirm the measurement and keep the sensor in therapy mode. If 

missed, the sensor returns to trend mode. However, the sensor will move to therapy mode 

as soon as a second calibration reading is entered and will remain in therapy mode for the 

duration of the sensor.  

 

The product information should be consulted for further details.  

 

Further information regarding functionality for optional capillary glucose calibration 
The following CGM sensors have the functionality to perform optional capillary glucose calibrations, 

however, calibration is not required for the CGM system to function as intended:  

•  Dexcom G6, Dexcom G7, Dexcom ONE+ 

•  Medtronic Guardian Sensor 4 MMT-7040C1, Medtronic Guardian Sensor 4 MMT-7040QC1 

and Simplera Sync Sensor MMT-5120C1 

 

The following CGM sensors do not have the functionality to perform optional capillary glucose 

calibrations, however, calibration is not required for the CGM system to function as intended: 

•  Freestyle Libre 2, Freestyle Libre 2 Plus, Freestyle Libre 3 Plus 

 

The Medtronic Guardian Sensor 3 MMT-7020C1 requires capillary glucose calibration for the system 

to function as intended. Additional calibrations over the minimum calibration requirements can be 

performed. 
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The Accu-Chek SmartGuide requires capillary glucose calibration for the system to function as 

intended. Additional calibrations over the minimum calibration requirements cannot be performed. 

 

The product information for individual products should be consulted for further details.  

 

10.2.2.4 Age requirement for the CGM system  
The age requirement for each CGM system submitted as part of the evaluation is outlined in Table 8. 

 

Table 8 Age requirement for each CGM system submitted 

CGM sensor Age requirement for system 

Freestyle Libre 2 4 years and older 

Freestyle Libre 2 Plus 2 years and older 

Freestyle Libre 3 Plus 2 years and older 

Dexcom G6 2 years and older 

Dexcom G7 2 years and older 

Dexcom ONE+ 2 years and older 

Medtronic Guardian Sensor 3 MMT-7020C1 2 years and older 

Medtronic Guardian Sensor 4 MMT-7040C1 2 years and older 

Medtronic Guardian Sensor 4 MMT-7040QC1 7 years and older 

Simplera Sync Sensor MMT-5120C1 2 years and older 

Accu-Chek SmartGuide 18 years and older 
 

10.2.2.5 Application site of CGM sensor  
The application site for each CGM sensor submitted as part of the evaluation is outlined in Table 9. 

 

Table 9 Application site for each CGM sensor submitted 

CGM sensor Application site 

Freestyle Libre 2 Ages 4 years and older: back of the upper arm 

Freestyle Libre 2 Plus Ages 2 years and older: back of the upper arm 

Freestyle Libre 3 Plus Ages 2 years and older: back of the upper arm 

Dexcom G6 Ages 2 to 17 years: abdomen, upper buttocks, back of upper 
arm  
Ages 18 years and older: abdomen, back of upper arm 

Dexcom G7 Ages 2 to 6 years: abdomen, upper buttocks, back of upper arm  
Ages 7 years and older: abdomen, back of upper arm 

Dexcom ONE+ Ages 2 to 6 years: abdomen, upper buttocks, back of upper arm  
Ages 7 years and older: abdomen, back of upper arm 

Medtronic Guardian Sensor 3 
MMT-7020C1 

Ages 2 to 13 years: abdomen, buttocks 
Ages 14 years and older: abdomen, back of arm  

Medtronic Guardian Sensor 4 
MMT-7040C1 

Ages 2 to 17 years: upper buttocks, back of arm 
Ages 18 years and older: abdomen, back of arm 

Medtronic Guardian Sensor 4 
MMT-7040QC1 

Ages 7 to 17 years: buttocks, back of arm 
Ages 18 years and older: abdomen, back of arm 

Simplera Sync Sensor MMT-
5120C1 

Ages 2 to 17 years: upper buttocks, back of arm 
Ages 18 years and older: back of arm 

Accu-Chek SmartGuide Ages 18 years and older: back of the upper arm 
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10.2.2.6 Accuracy of the CGM sensor  
The mean absolute relative difference (MARD) is the parameter most often used for description of 

the analytical performance of CGM systems. The MARD is computed using temporally matched 

glucose data from CGM systems and comparison glucose measurements (most often obtained by 

capillary blood glucose measurements) of all subjects of a clinical study. Reported as a percentage, 

MARD is the average of the absolute difference between these values. The lower the MARD is, the 

closer the CGM readings are to the comparison values.16 

 

An overview of the accuracy, in terms of MARD, for each CGM sensor submitted as part of the 

evaluation, is outlined in Table 10. 

 

Table 10 Accuracy of each CGM sensor submitted 

CGM sensor Accuracy in terms of mean absolute relative difference*  

Freestyle Libre 2 Ages 6 to 17 years: 9.7%  
Adults: 9.2% 

Freestyle Libre 2 Plus Overall: 8.2%  
Ages 2 to 5 years: 11.2% 
Ages 6 to 17 years: 8.1% 
Adults: 8.2% 

Freestyle Libre 3 Plus Overall: 8.2%  
Ages 2 to 5 years: 11.2% 
Ages 6 to 17 years: 8.1% 
Adults: 8.2% 

Dexcom G6 Overall: 9.0%  
Ages 6 to 17 years: 7.7%  
Adults: 9.8% 

Dexcom G7 Overall: 8.2%  
Ages 2 to 6 years: 9.3%  
Ages 7 to 17 years: 8.1% for arm-placed sensors, 9.0% for 
abdomen-placed sensors  
Adults: 8.2% for arm-placed sensors, 9.1% for abdomen-placed 
sensors 

Dexcom ONE+ Overall: 8.2%  
Ages 2 to 6 years: 9.3%  
Ages 7 to 17 years: 8.1% for arm-placed sensors, 9.0% for 
abdomen-placed sensors  
Adults: 8.2% for arm-placed sensors, 9.1% for abdomen-placed 
sensors 

Medtronic Guardian Sensor 3 
MMT-7020C1 

Overall, when adequately calibrated: 10.5% 
Ages 14 to 75 years, calibrating every 12 hours: 9.1% for arm-
placed sensors, 10.5% for abdomen-placed sensors 
Ages 14 to 75 years calibrating 3 to 4 times daily: 8.7% for arm-
placed sensors, 9.5% for abdomen-placed sensors 

Medtronic Guardian Sensor 4 
MMT-7040C1 

Overall: 10.6% 
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Medtronic Guardian Sensor 4 
MMT-7040QC1 

Overall: 10.6% 

Simplera Sync Sensor MMT-
5120C1 

Overall: 10.2% 

Accu-Chek SmartGuide Overall, when calibration complete: 9.2%  
*As provided by suppliers, product information should be consulted for further information.  

 

10.2.2.7 Lifespan of CGM sensor 
The lifespan for each CGM sensor submitted as part of the evaluation is outlined in Table 11. 

 

Table 11 Lifespan of each CGM sensor submitted 

CGM sensor Lifespan 

Freestyle Libre 2 14 days 

Freestyle Libre 2 Plus 15 days 

Freestyle Libre 3 Plus 15 days 

Dexcom G6 10 days 

Dexcom G7 10 days (12-hour grace period) 

Dexcom ONE+ 10 days (12-hour grace period) 

Medtronic Guardian Sensor 3 MMT-7020C1 Up to 7 days 

Medtronic Guardian Sensor 4 MMT-7040C1 Up to 7 days 

Medtronic Guardian Sensor 4 MMT-7040QC1 Up to 7 days 

Simplera Sync Sensor MMT-5120C1 Up to 7 days 

Accu-Chek SmartGuide 14 days 

 

10.2.2.8 Size of CGM sensor 
An overview of the insertion depth of the CGM sensor filament and dimensions of the CGM sensor 

(plus the transmitter where applicable), for each CGM sensor submitted, is outlined in Table 12. 

 

Table 12 Insertion depth of filament and dimensions of each CGM sensor submitted 

CGM sensor Insertion depth of CGM 
sensor filament 

Dimensions of CGM sensor (+ transmitter 
where applicable) 

Freestyle Libre 2 5 mm 35 mm (D) x 5 mm (H) disc 

Freestyle Libre 2 Plus 5 mm 35 mm (D) x 5 mm (H) disc 

Freestyle Libre 3 Plus 5 mm 21 mm (D) x 2.9 mm (H) disc 

Dexcom G6 11.4 mm below the skin at 
a 45-degree angle, which is 
8 mm vertically 

45.7 mm (L) x 30. 5 mm (W) x 15.2 mm (H) 

Dexcom G7 5.7 mm 27.4 mm (L) x 24.1 mm (W) x 4.7 mm (H) 

Dexcom ONE+ 5.7 mm 27.4 mm (L) x 24.1 mm (W) x 4.7 mm (H) 

Medtronic Guardian 
Sensor 3 MMT-7020C1 

9.3 mm 
 
 

Approximate dimensions of sensor after it 
slots into the transmitter are 46 mm x 28 
mm x 9.7 mm. The sensor is a mushroom 
shape so these dimensions relate to the 
biggest dimensions if squared off. 

Medtronic Guardian 
Sensor 4 MMT-7040C1 

9.3 mm 
 
 

Approximate dimensions of sensor after it 
slots into the transmitter are 46 mm x 28 
mm x 9.7 mm. The sensor is a mushroom 
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shape so these dimensions relate to the 
biggest dimensions if squared off. 

Medtronic Guardian 
Sensor 4 MMT-
7040QC1 

9.3 mm 
 
 

Approximate dimensions of sensor after it 
slots into the transmitter are 46 mm x 28 
mm x 9.7 mm. The sensor is a mushroom 
shape so these dimensions relate to the 
biggest dimensions if squared off. 

Simplera Sync Sensor 
MMT-5120C1 

7 mm 28.65 mm (L) x 28.65 mm (W) x 4.7 mm 
(H) 

Accu-Chek 
SmartGuide 

8.2 mm Approximately 5.9 mm (H) (including the 
adhesive pad) x 33.3 mm (D) (sensor body 
without adhesive pad). 

D: diameter; H: height; L: length; mm: millimetre; W: width 

 

10.2.2.9 Details of water-resistant or waterproof nature of CGM sensor 
Details of water-resistant or waterproof nature for each CGM sensor submitted, are outlined in 

Table 13. 

 

Table 13 Details of water-resistant or waterproof nature of each CGM sensor submitted 

CGM sensor Details 

Freestyle Libre 2 Water-resistant to a depth of 1 metre (up to 30 minutes). Swim, 
shower or take a bath without removing. 

Freestyle Libre 2 Plus Water-resistant up to 1 metre depth of water for up to 30 minutes 
and can be worn while bathing, showering, swimming and 
exercising. 

Freestyle Libre 3 Plus Water-resistant up to 1 metre depth of water for up to 30 minutes 
and can be worn while bathing, showering, swimming and 
exercising. 

Dexcom G6 Water-resistant to a depth of 2.4 metres (up to 24 hours). Swim, 
shower or take a bath without removing. 

Dexcom G7 Waterproof to a depth of 2.4 metres (up to 24 hours). Swim, shower 
or take a bath without removing. 

Dexcom ONE+ Waterproof to a depth of 2.4 metres (up to 24 hours). Swim, shower 
or take a bath without removing. 

Medtronic Guardian 
Sensor 3 MMT-7020C1 

After the transmitter and sensor are connected, they form a 
waterproof seal to a depth of 2.4 metres (up to 30 minutes).  
Swim, shower or take a bath without removing. 

Medtronic Guardian 
Sensor 4 MMT-7040C1 

After the transmitter and sensor are connected, they form a 
waterproof seal to a depth of 2.4 metres (up to 30 minutes).  
Swim, shower or take a bath without removing. 

Medtronic Guardian 
Sensor 4 MMT-7040QC1 

After the transmitter and sensor are connected, they form a 
waterproof seal to a depth of 2.4 metres (up to 30 minutes).  
Swim, shower or take a bath without removing. 

Simplera Sync Sensor 
MMT-5120C1 

Waterproof to a depth of 2.4 metres (up to 30 minutes). Swim, 
shower or take a bath without removing. 

Accu-Chek SmartGuide Water-resistant to a depth of 1 metre for up to 60 minutes. Swim, 
shower or take a bath without removing. 
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Recommendation 
In relation to the criterion of CGM sensor features, several aspects were considered. Overall, the 

MMP is of the opinion that a choice of CGM sensors suitable for use by a wide range of age groups is 

preferable. In addition, a non-adjunctive CGM sensor is preferable to minimise the associated cost of 

additional ongoing SMBG using BGTS and lancets, and also to reduce the need for additional 

management by the patient before making treatment decisions. Overall, it is preferable to have an 

option of more than one preferred CGM sensor for patients and prescribers to choose from.   

 

10.2.3 Associated system features  
The features (and accompanying costs if applicable) of the associated systems for the CGM sensors 

that were submitted as part of the MMP evaluation for the identification of preferred continuous 

glucose monitoring sensor(s) with associated system(s) were considered under this criterion. Several 

different associated system features were considered based on the information outlined in 

submissions, including: 

• Requirement for a separate transmitter 

• Display devices 

• Alarms, alerts and/or notifications 

• System notifications when the CGM sensor (and transmitter if applicable) are approaching 

expiration 

• Compatibility with other devices 

• Data sharing features. 

 

10.2.3.1 Requirement for a separate transmitter  
All of the CGM sensors submitted for review transmit information from the CGM sensor to their 

display device via Bluetooth. The frequency of transmission of signal to the display device varies 

depending on the individual CGM sensor: 

• Freestyle Libre 2, Freestyle Libre 2 Plus, Freestyle Libre 3 Plus: Every minute when using 

Freestyle LibreLink app on a smartphone 

• Dexcom G6, Dexcom G7 and Dexcom ONE+: Every five minutes 

• Medtronic Guardian Sensor 3 MMT-7020C1, Medtronic Guardian Sensor 4 MMT-7040C1, 

Medtronic Guardian Sensor 4 MMT-7040QC1 and Simplera Sync Sensor MMT-5120C1: 

Continuous with readings displayed every five minutes  

• Accu-Chek SmartGuide: Every five minutes 
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Some CGM sensors require a transmitter which is separate from the CGM sensor to function. For 

others, the transmitter is embedded or built-in to the CGM sensor. Details of the requirement for a 

separate transmitter and associated costs are outlined in Table 14. 

 

Table 14 Transmitter information for each CGM sensor submitted 

CGM sensor Separate 
transmitter 

required 

Funding route Cost associated 
with transmitter 

Life of 
transmitter 

Freestyle Libre 2 No n/a n/a n/a 

Freestyle Libre 2 
Plus 

No n/a n/a n/a 

Freestyle Libre 3 
Plus 

No n/a n/a n/a 

Dexcom G6 Yes Accessed through local health 
office 

No 90-day 
battery life 

Dexcom G7 No n/a n/a n/a 

Dexcom ONE+ No n/a n/a n/a 

Medtronic 
Guardian Sensor 
3 MMT-7020C1 

Yes Accessed from Minimed with 
orders placed by the patient’s 
diabetes HCP  

No One year 

Medtronic 
Guardian Sensor 
4 MMT-7040C1 

Yes Accessed from Minimed with 
orders placed by the patient’s 
diabetes HCP  

No One year 

Medtronic 
Guardian Sensor 
4 MMT-
7040QC1 

Yes Accessed through local health 
office 

Yes One year 

Simplera Sync 
Sensor MMT-
5120C1 

No n/a n/a n/a 

Accu-Chek 
SmartGuide 

No n/a n/a n/a 

HCP: health care professional; n/a: not applicable 

 

10.2.3.2 Display devices  
The majority of the CGM sensors submitted for review can connect with an available smartphone 

app to view CGM readings. Some CGM sensors can also connect with a separate reader/receiver 

device for patients who do not have a compatible smartphone, which are offered by the suppliers 

free of charge or subject to a payment. An overview of these details is outlined Table 15. 
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Table 15 Display device information for each CGM sensor submitted 

CGM sensor Display 
device 

options 

Smartphone app, website 
providing details of 

smartphone compatibility 

Separate 
reader/receiver 

availablea  

Cost associated 
with 

reader/receiver 

Freestyle 
Libre 2 

Smartphone 
app or 
reader 

Freestyle LibreLink app, 
https://www.diabetescare.
abbott/support/manuals/ie
.html 

Yes No 

Freestyle 
Libre 2 Plus 

Smartphone 
app or 
reader 

Freestyle LibreLink app, 
https://www.diabetescare.
abbott/support/manuals/ie
.html 

Yes No 

Freestyle 
Libre 3 Plus 

Reader App not available in 
Republic of Ireland  
 

Yes  No 

Dexcom G6 Smartphone 
app, receiver 

Dexcom G6 app, 
https://www.dexcom.com/
en-IE/compatibility  

Yes Yes 

Dexcom G7 Smartphone 
app, receiver 

Dexcom G7 app, 
https://www.dexcom.com/
en-IE/compatibility  

Yes No 

Dexcom 
ONE+ 

Smartphone 
app, receiver 

Dexcom ONE+ app 
https://www.dexcom.com/
en-IE/compatibility  

Yes No 

Medtronic 
Guardian 
Sensor 3 
MMT-
7020C1 

Smartphone 
app, 
readings 
displayed on 
insulin pump 
screen 

MiniMed mobile app, 
https://www.medtronic-
diabetes.com/en-gb/check-
compatibility-app 

No n/a 

Medtronic 
Guardian 
Sensor 4 
MMT-
7040C1 

Smartphone 
app, 
readings 
displayed on 
insulin pump 
screen 

MiniMed mobile app, 
https://www.medtronic-
diabetes.com/en-gb/check-
compatibility-app 

No n/a 

Medtronic 
Guardian 
Sensor 4 
MMT-
7040QC1 

Smartphone 
app  

Guardian 4 App, 
https://www.medtronic-
diabetes.com/en-gb/check-
compatibility-app 

No 
 

n/a 

Simplera 
Sync Sensor 
MMT-
5120C1 

Smartphone 
app 

MiniMed mobile app  
https://www.medtronic-
diabetes.com/en-gb/check-
compatibility-app 

No  n/a 

Accu-Chek 
SmartGuide 

Smartphone 
app 

mySugr app 
https://www.accu-
chek.co.uk/support/smartg
uide-cgm/product-guides   

Yes No 

n/a: not applicable; aIndividual suppliers should be contacted for details of the ordering process 

https://www.dexcom.com/en-IE/compatibility
https://www.dexcom.com/en-IE/compatibility
https://www.dexcom.com/en-IE/compatibility
https://www.dexcom.com/en-IE/compatibility
https://www.dexcom.com/en-IE/compatibility
https://www.dexcom.com/en-IE/compatibility
https://www.medtronic-diabetes.com/en-gb/check-compatibility-app
https://www.medtronic-diabetes.com/en-gb/check-compatibility-app
https://www.medtronic-diabetes.com/en-gb/check-compatibility-app
https://www.medtronic-diabetes.com/en-gb/check-compatibility-app
https://www.medtronic-diabetes.com/en-gb/check-compatibility-app
https://www.medtronic-diabetes.com/en-gb/check-compatibility-app
https://www.medtronic-diabetes.com/en-gb/check-compatibility-app
https://www.medtronic-diabetes.com/en-gb/check-compatibility-app
https://www.medtronic-diabetes.com/en-gb/check-compatibility-app
https://www.medtronic-diabetes.com/en-gb/check-compatibility-app
https://www.medtronic-diabetes.com/en-gb/check-compatibility-app
https://www.medtronic-diabetes.com/en-gb/check-compatibility-app
https://www.accu-chek.co.uk/support/smartguide-cgm/product-guides
https://www.accu-chek.co.uk/support/smartguide-cgm/product-guides
https://www.accu-chek.co.uk/support/smartguide-cgm/product-guides
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Further information regarding readers/receivers: 

Abbott Laboratories Ireland Ltd 
The Freestyle Libre 2 reader is compatible with the Freestyle Libre 2 sensor and the Freestyle Libre 2 

Plus sensor. This reader is available for users without a compatible smartphone. A different reader, 

the Freestyle Libre 3 reader, is compatible with the Freestyle Libre 3 Plus sensor. A Freestyle Libre 3 

reader is available for users who request one. There is no smartphone app available for Freestyle 

Libre 3 Plus in Ireland.  

 

10.2.3.3 Alarms/alerts/notifications  
CGM systems offer low glucose alarms/alerts/notifications which alert the user when their blood 

glucose level drops below a certain level. The aim is to prevent a hypoglycaemic or a severe 

hypoglycaemic episode, depending on the level that the feature is set to. CGM systems also offer 

high glucose alarms/alerts/notifications which alert the user when their blood glucose level rises 

above a certain level.17  

 

All of the CGM systems submitted offer trend arrows, low glucose and high glucose 

alarms/alerts/notifications as a feature, and the level they are set at can be altered according to 

individual preference and clinical need. Some CGM sensors also have predictive low glucose alarms/ 

alerts/notifications. An overview of the alarm/alert/notification capability of each CGM sensor is 

outlined in Table 16. Individual CGM sensor information should be consulted for specific details of 

alarm/alert/notification functionalities and conditions for use. 

 

Table 16 Alarm/alert/notification capability of each CGM sensor submitted 

CGM sensor High and low glucose alarms/ 
/alerts/notifications 

Predictive low glucose alarms/ 
alerts/notifications 

Freestyle Libre 2 Yes No 

Freestyle Libre 2 Plus Yes No 

Freestyle Libre 3 Plus Yes No 

Dexcom G6 Yes Yes 

Dexcom G7 Yes Yes 

Dexcom ONE+ Yes No 

Medtronic Guardian 
Sensor 3 MMT-7020C1 

Yes Yes 

Medtronic Guardian 
Sensor 4 MMT-7040C1 

Yes Yes 

Medtronic Guardian 
Sensor 4 MMT-7040QC1 

Yes Yes 

Simplera Sync Sensor 
MMT-5120C1 

Yes Yes 

Accu-Chek SmartGuide Yes Yes 
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10.2.3.4 System notifications when the CGM sensor is approaching expiration 
CGM systems offer alerts to notify the user when the CGM sensor is approaching expiration. An 

overview of these notifications for each CGM sensor is outlined in Table 17. 

 
Table 17 Details of notification provided when the CGM sensor is approaching expiration for each 
CGM sensor submitted 

CGM sensor Notification when CGM sensor is 
approaching expiration 

Freestyle Libre 2 Yes 

Freestyle Libre 2 Plus Yes 

Freestyle Libre 3 Plus Yes 

Dexcom G6 Yes 

Dexcom G7 Yes 

Dexcom ONE+ Yes 

Medtronic Guardian Sensor 3 MMT-7020C1 Yes 

Medtronic Guardian Sensor 4 MMT-7040C1 Yes 

Medtronic Guardian Sensor 4 MMT-7040QC1 Yes 

Simplera Sync Sensor MMT-5120C1 Yes 

Accu-Chek SmartGuide Yes 

 

10.2.3.5 Compatibility with other devices 
Many CGM sensors are used as stand-alone devices (i.e. operate independently of an insulin pump) 

to monitor glucose readings and dosing of insulin is undertaken separately. Some CGM sensors are 

compatible with insulin pump systems. Insulin pump systems are also known as continuous 

subcutaneous insulin infusion (CSII). Insulin pumps deliver a continuous background flow of insulin, 

and intermittent ‘bolus’ insulin, subcutaneously via a thin cannula attached to the abdomen, or via 

an insulin-containing ‘pod’ worn on the upper arm. The individual controls the amount and timing of 

insulin delivery.17 

 

Hybrid closed loop (HCL) systems involve both a CGM system and CSII system. In HCL systems, the 

CSII system uses an algorithm to continuously take glucose readings from a CGM system and 

calculate how much background insulin is needed. It then automatically delivers the insulin via an 

insulin pump. The system therefore automatically adjusts the background insulin delivery if glucose 

levels go too low or too high. With a HCL system, the individual must still control how much bolus 

insulin is given.17 

 

The compatibility of each CGM sensor submitted with CSII and HCL systems is outlined in Table 18. 
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Table 18 Compatibility of each CGM sensor submitted with continuous subcutaneous insulin 
infusion or hybrid closed loop systems as of August 2026 

CGM sensor Stand-alone use  
(i.e. can operate 

independently of an 
insulin pump) 

Continuous 
subcutaneous insulin 

infusion 
compatibility 

Hybrid closed loop  
compatibility 

Freestyle Libre 2 Yes No No 

Freestyle Libre 2 Plus Yes No No 

Freestyle Libre 3 Plus Yes Yes, Mylife Ypsopump Yes, Mylife Ypsopump 

Dexcom G6 Yes Yes, 
Tandem t:slim X2 
insulin pump, 
Mylife Ypsopump 

Yes, 
Tandem t:slim X2 insulin 
pump, 
Mylife Ypsopump 

Dexcom G7 Yes Yes, Tandem t:slim X2 
insulin pump, Mylife 
Ypsopump 

Yes, Tandem t:slim X2 
insulin pump, Mylife 
Ypsopump 

Dexcom ONE+ Yes No No 

Medtronic Guardian 
Sensor 3 MMT-
7020C1 

No Yes, MiniMed 740Ga No 

Medtronic Guardian 
Sensor 4 MMT-
7040C1 

No Yes, MiniMed 780G 
system 

Yes, MiniMed 780G 
hybrid closed loop 
system 

Medtronic Guardian 
Sensor 4 MMT-
7040QC1 

Yes No No 

Simplera Sync Sensor 
MMT-5120C1 

No Yes, MiniMed 780G 
system 

Yes, MiniMed 780G 
hybrid closed loop 
system 

Accu-Chek 
SmartGuide 

Yes No No 

aAs of 04/2026, this pump will no longer be manufactured, no new patients should be initiated on this pump after 
01/04/2026.  

 

10.2.3.6 Data sharing features  
All of the CGM sensors submitted as part of the evaluation included functionality to share CGM 

sensor data with the patient’s HCP. Some CGM sensors have functionality to share with selected 

caregivers such as family and friends. The details of the share mechanisms are outlined in Table 19. 

 

Table 19 Details of data sharing mechanisms for each CGM sensor submitted 

CGM sensor Data sharing with healthcare 
professionals 

Data sharing with family and 
friends 

Freestyle Libre 2 LibreView LibreLinkUp app 

Freestyle Libre 2 Plus LibreView LibreLinkUp app 

Freestyle Libre 3 Plus LibreView Not available 

Dexcom G6 Dexcom Clarity, Glooko Dexcom Follow app 

Dexcom G7 Dexcom Clarity, Glooko Dexcom Follow app 

Dexcom ONE+ Dexcom Clarity, Glooko Dexcom Follow app 
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Medtronic Guardian 
Sensor 3 MMT-7020C1 

CareLink Clinic system CareLink Connect app 

Medtronic Guardian 
Sensor 4 MMT-7040C1 

CareLink Clinic system CareLink Connect app 

Medtronic Guardian 
Sensor 4 MMT-7040QC1 

CareLink Clinic system CareLink Connect app 

Simplera Sync Sensor 
MMT-5120C1 

CareLink Clinic system CareLink Connect app 

Accu-Chek SmartGuide Accu-Chek Care and Glooko Not available 

 

Recommendation 
In relation to the criterion of associated system features, the MMP is of the opinion that it is 

preferable to have a combined sensor and transmitter, and where required it is preferable to have 

the option of a reader/receiver available. All CGM sensors reviewed offer high and low 

alarms/alerts/notifications with varying individual alarm/alert/notification features. It is preferable 

to have an option of more than one preferred CGM sensor for patients and prescribers to choose 

from. The MMP is of the opinion that there is a similar offering of data sharing mechanisms with 

HCPs available.  

 

In relation to compatibility with other systems, there are CGM sensors that operate as stand-alone 

CGM sensors (i.e. operate independently of an insulin pump), and there are CGM sensors with 

insulin pump compatibility, and for the purpose of identifying preferred CGM sensors, these should 

be considered separately.  

 

In addition, there is now a CGM sensor available for reimbursement on the CDS with insulin pump 

compatibility with a lower cost per day, than the CGM sensors with insulin pump compatibility that 

were available for reimbursement on the CDS at the time of publication of the original evaluation. 

 

Therefore, the MMP is of the opinion that for patients requiring a CGM sensor with insulin pump 

compatibility, the cost per day of the CGM sensor should be a key consideration.  

 

10.2.4 Expenditure in the area and potential for cost efficiencies 
The expenditure associated with the CGM sensors that were submitted as part of the MMP evaluation 

for the identification of preferred continuous glucose monitoring sensor(s) with associated system(s) 

and potential for cost efficiencies were considered under this criterion.   

 

Figure 1 illustrates a reduction in total monthly expenditure on CGM sensors on the CDS in quarter 

one 2024 to approximately €4.74 million per month, followed by a decline in the rate of increase in 
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total monthly expenditure throughout 2024 and 2025. Total expenditure on CGM sensors on the 

CDS in December 2025 was approximately €5.27 million. 

 

Despite this, as seen in Figure 2, the number of individuals per month with a paid claim for a CGM 

sensor on the CDS continued to increase throughout 2024 and 2025. In December 2025, the number 

of individuals with a paid claim for a CGM sensor on the CDS was approximately 22,000.  

 

Between November 2023 and December 2025, the average monthly cost of CGM sensors per 

individual with a paid claim on the CDS declined by approximately 24%. The associated improved 

value for money in this area, is due to the increased uptake of preferred CGM sensors, in 

combination with other initiatives.  

 

Figure 3 illustrates the total number of individuals per month with a paid claim for a preferred CGM 

sensor and a non-preferred CGM sensor on the CDS from December 2023 to December 2025. 

 

 
Figure 3 Number of individuals per month with a paid claim for a preferred CGM sensor and a non-
preferred CGM sensor on the Community Drug Schemes from December 2023 to December 2025 
 

As illustrated in Figure 3, there has been an increase in the number of individuals per month with a 

paid claim for a preferred CGM sensor on the CDS, along with a corresponding decrease in the number 

individuals per month with a paid claim for a non-preferred CGM sensor.  
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In 2025, the average monthly uptake of preferred CGM sensors amongst individuals initiating on CGM 

was 72%.  

 

Recommendation 
In relation to the criterion of expenditure in the area and potential for cost efficiencies, the MMP is 

of the opinion that CGM sensors with a lower cost per day should be considered for inclusion in the 

preferred list of CGM sensors, once all other criteria have also been satisfied. 

 

For a CGM sensor without insulin pump compatibility (i.e. stand-alone use), currently a cost per day 

of less than or equal to €3.16 captures more than one option for patients and prescribers to choose 

from, while also allowing for continued efficiencies to be generated.  

 

For patients using an insulin pump who require a compatible CGM sensor, the cost per day of the 

CGM sensor should be a key consideration.  

 

Further efficiencies can be achieved by a sustained increase in the prescribing and utilisation of 

preferred CGM sensors, amongst both existing users of CGM sensors and those initiating on CGM.  

 

10.2.5 Provision of patient support services by the supplier 
The provision of patient support services by the suppliers of the CGM sensors that were submitted as 

part of the MMP evaluation for the identification of preferred continuous glucose monitoring sensor(s) 

with associated system(s), was considered. 

 

Due consideration was given to services provided by suppliers, which assist patients in using their CGM 

sensor with associated system, including: 

• The availability of patient support materials to aid in the use of the CGM sensor with 

associated system, including on supplier’s websites, other websites and in printed form. 

• The availability of a phone line and email providing patient support including technical 

support.  

 

The following sections outline information submitted by each individual supplier. 

 

Abbott Laboratories Ireland Ltd 
CGM sensors: Freestyle Libre 2, Freestyle Libre 2 Plus, Freestyle Libre 3 Plus 

Website: www.freestylelibre.ie or www.freestylediabetes.ie  

http://www.freestylelibre.ie/
http://www.freestylediabetes.ie/
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Email: adchelpuk@abbott.com  

Phone number: 1800 776 633 open from 8 am to 8 pm Monday to Friday and from 9 am to 5 pm on 

Saturdays, Sundays and bank holidays 

 

Dexcom  
CGM sensors: Dexcom G6, Dexcom G7, Dexcom ONE+ 

Website: www.dexcom.com/en-ie  

Email: ukie.orders@dexcom.com  

Phone number: 1800 827 603 open from 7 am to 6 pm Monday to Friday and from 8:30 am to 4:30 

pm on Saturdays 

 

MiniMed 
CGM sensors: Medtronic Guardian Sensor 3 MMT-7020C1, Medtronic Guardian Sensor 4 MMT-

7040C1, Medtronic Guardian Sensor 4 MMT-7040QC1, Simplera Sync Sensor MMT-5120C1 

Website: https://www.medtronic-diabetes.com/en-IE/wecare-info  

Email: rs.ukdiabetesproductsupport@medtronic.com   

Phone number: 01 5111 444 open 24 hours a day, 365 days a year 

 

Roche Diagnostics Ltd  
CGM sensor: Accu-Chek SmartGuide 

Website: https://www.accu-chek.co.uk/support/smartguide-cgm or https://www.accu-

chek.co.uk/training/cgm/library 

Email: smartguide.ie@roche.com  

Phone number: 1800 121 416 open from 8 am to 6 pm Monday to Friday (excluding bank holidays) 

 

Recommendation 
In relation to the criterion of provision of patient support services by the supplier, the MMP is of the 

opinion that there is a similar offering provided by the suppliers of the submitted CGM sensors. 

 

10.2.6 Provision of education resources to HCPs by the supplier 
The provision of education resources to HCPs by suppliers of the CGM sensors that were submitted 

as part of the MMP evaluation for the identification of preferred continuous glucose monitoring 

sensor(s) with associated system(s), was considered. 

 

Individuals using a CGM sensor with associated system require access to a HCP who is competent in 

use of the CGM sensor. Therefore, due consideration was given to the education resources provided 

mailto:adchelpuk@abbott.com
http://www.dexcom.com/en-ie
mailto:ukie.orders@dexcom.com
https://www.medtronic-diabetes.com/en-IE/wecare-info
mailto:rs.ukdiabetesproductsupport@medtronic.com
https://www.accu-chek.co.uk/support/smartguide-cgm
https://www.accu-chek.co.uk/training/cgm/library
https://www.accu-chek.co.uk/training/cgm/library
mailto:smartguide.ie@roche.com
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by suppliers, which aid HCPs in educating patients on the use of their CGM sensor with associated 

system including: 

• The availability of support materials to assist in patient training. 

• Access to training e.g. on site, remotely, via website resources. 

• The availability of a phone line and email providing HCP support. 

 

The following sections outline information submitted by each individual supplier. 

 

Abbott Laboratories Ireland Ltd   
CGM sensors: Freestyle Libre 2, Freestyle Libre 2 Plus, Freestyle Libre 3 Plus 

Website: https://pro.freestyle.abbott/ie-en/home.html 

Email: adchelpuk@abbott.com  

Phone number: 1800 776 633 open from 8 am to 8 pm Monday to Friday and from 9 am to 5 pm on 

Saturdays 

 

Dexcom  
CGM sensors: Dexcom G6, Dexcom G7, Dexcom ONE+ 

Website: https://ie.provider.dexcom.com/education-and-resources  

Email: ukie.orders@dexcom.com  

Phone number: 1800 827 830 open from 9 am to 5:30 pm Monday to Friday 

 

MiniMed 
CGM sensors: Medtronic Guardian Sensor 3 MMT-7020C1, Medtronic Guardian Sensor 4 MMT-

7040C1, Medtronic Guardian Sensor 4 MMT-7040QC1, Simplera Sync Sensor MMT-5120C1 

Website: https://wepartner.medtronic-diabetes.com/en-GB 

Email: rs.ukdiabetesproductsupport@medtronic.com  

Phone number: 01 5111 444 open 24 hours a day, 365 days a year 

 

Roche Diagnostics Ltd 
CGM sensor: Accu-Chek SmartGuide 

Website: https://www.accu-chek.co.uk/training/cgm/library or https://www.accu-

chek.co.uk/support/smartguide-cgm 

Email: smartguide.ie@roche.com  

Phone number: 1800 121 416 open from 8 am to 6 pm, Monday to Friday (excluding bank holidays). 

 

https://scanner.topsec.com/?d=3822&r=auto&u=https%3A%2F%2Fpro.freestyle.abbott%2Fie-en%2Fhome.html&t=e27f4217dfb9e099741feaf369f76cc64a22c731
mailto:adchelpuk@abbott.com
https://ie.provider.dexcom.com/education-and-resources
mailto:ukie.orders@dexcom.com
https://wepartner.medtronic-diabetes.com/en-GB
mailto:rs.ukdiabetesproductsupport@medtronic.com
https://www.accu-chek.co.uk/training/cgm/library
https://www.accu-chek.co.uk/support/smartguide-cgm
https://www.accu-chek.co.uk/support/smartguide-cgm
mailto:smartguide.ie@roche.com


 

30 
 

Recommendation  
In relation to the criterion of provision of education resources to HCPs by the supplier, the MMP is of 

the opinion that there is a similar offering provided by suppliers of the submitted CGM sensors.  

 

10.2.7 Robustness of supply of CGM sensor with associated system to the Irish market 
The robustness of supply of CGM sensors with associated systems to the Irish market, as outlined by 

suppliers of CGM sensors that were submitted as part of the MMP evaluation for the identification of 

preferred continuous glucose monitoring sensor(s) with associated system(s), was considered. 

 

Due consideration was also given to current and future supply of CGM sensors to the Irish market.  

Information submitted by suppliers in relation to robustness of supply of CGM sensors with 

associated systems to the Irish market, outlined various processes demonstrating their individual 

capacity to supply CGM sensors to the Irish market.  

 

In relation to the evidence of a supplier’s capacity to meet the ongoing needs of Irish patients, the 

MMP considered the market share of the CGM sensors that were reimbursed during 2025. This 

included an analysis of the HSE-PCRS pharmacy claims database.  

 

This analysis showed that during 2025, approximately 23,900 individuals had a paid claim for a CGM 

sensor on the CDS.  

 

Due consideration was also given to products which had been recently added to the HSE 

Reimbursement List, Freestyle Libre 2 Plus and Freestyle Libre 3 Plus, which were both added on 

01/10/2025, and Accu-Chek SmartGuide which was added on 01/02/2026. 

 

Recommendation  
In relation to the criterion of robustness of supply of CGM sensors with associated systems to the 

Irish market, the MMP is of the opinion that that there is a similar offering provided by suppliers of 

the submitted CGM sensors. The MMP is of the view that having multiple suppliers for the preferred 

list would mitigate potential risks from supply issues with an individual supplier.  

 

10.2.8 Patient factors 
Patient factors are closely related to a number of other criteria, including CGM sensor features, and 

associated system features, considered as part of the MMP evaluation for the identification of 

preferred continuous glucose monitoring sensor(s) with associated system(s).  
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Due consideration was given to a range of patient factors including:  

• Age requirement for the CGM sensor (see Table 8) 

• Application site of CGM sensor (see Table 9)  

• Lifespan of CGM sensor (see Table 11) 

• Size of CGM sensor (see Table 12) 

• Availability of alarms/alerts/notifications (see Table 16) 

 

Recommendation 
In relation to the criterion of patient factors, the MMP is of the opinion that an option of more than 

one preferred CGM sensor is preferable for patients and prescribers to choose from.  

 

10.2.9 Any other relevant factors  
Any other relevant factors that were appropriate to consider as part of the MMP evaluation for the 

identification of preferred continuous glucose monitoring sensor(s) with associated system(s), were 

included under this criterion.  

 

Due consideration was given to: 

• The HCP submission and HCP organisation submission 

• Individual supplier CGM sensor replacement  

 

10.2.9.1 HCP submissions 
Submissions were received from a consultant endocrinologist and a HCP organisation during the 

consultation process. The themes outlined in these submissions included that consideration be given 

to the quality and reliability of the CGM system, the requirement for a separate transmitter, the 

alarm/alert/notification functionality, the compatibility with other devices and the connectivity in 

terms of data sharing. Due consideration was given to these submissions throughout the evaluation. 

 

10.2.9.2 Individual supplier CGM sensor replacement  
As part of the evaluation process individual companies outlined the following information regarding 

CGM sensor replacement.  

 

The following suppliers outlined that they have a CGM sensor replacement policy in place.  

 

Abbott Laboratories Ireland Ltd  
CGM sensors: Freestyle Libre 2, Freestyle Libre 2 Plus, Freestyle Libre 3 Plus 



 

32 
 

Abbott Laboratories Ireland Ltd outline that people with diabetes are asked to call the helpline, 

which is available by phoning 1800 776 633 open from 8 am to 8 pm Monday to Friday and from 9 

am to 5 pm on Saturdays, answer a few questions and a new sensor is sent directly to their home 

address within 24 hours if needed.  

 

Dexcom  
CGM sensors: Dexcom G6, Dexcom G7, Dexcom ONE+ 

Dexcom requests HCPs and users to contact technical support directly to request replacement 

sensors. Dexcom technical support team are available to discuss and troubleshoot any queries 

including sensor failures or any product defects on 1800 827 603. The technical support team are 

open Monday to Friday from 7 am to 6 pm and Saturday and Sunday from 8:30 am to 4:30 pm and 

can discuss trouble shooting issues and replacement sensors for individual products.  

 

MiniMed 
CGM sensors: Medtronic Guardian Sensor 3 MMT-7020C1, Medtronic Guardian Sensor 4 MMT-

7040C1, Medtronic Guardian Sensor 4 MMT-7040QC1, Simplera Sync Sensor MMT-5120C1 

Patients can self-order sensor replacements through the WeCare App. Patients can also contact 

MiniMed via phone (01 5111 444 open 24 hours a day, 365 days a year) or email 

rs.ukdiabetesproductsupport@medtronic.com to request replacement sensors. 

 

Roche Diagnostics Ltd 
CGM sensor: Accu-Chek SmartGuide 

Users are asked to contact the dedicated Accu-Chek SmartGuide Customer Careline, 1800 121 416, 

Monday to Friday, 8 am to 6 pm (excluding bank holidays). 

 

10.2.9.3 Changes to the supply status of CGM sensors currently on the HSE 
Reimbursement List 
As part of the evaluation process, the MMP clarified with suppliers the supply of CGM sensors that 

had been submitted as part of the MMP evaluation for the identification of preferred continuous 

glucose monitoring sensor(s) with associated system(s), to review any planned changes to supply 

status. 

 

The following section outlines information submitted by suppliers who are planning a change to the 

supply status of a CGM sensor on the HSE Reimbursement List. 

 

 

mailto:rs.ukdiabetesproductsupport@medtronic.com
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Abbott Laboratories Ireland Ltd  
Abbott Laboratories Ireland Ltd intend to discontinue the Freestyle Libre 2 CGM sensor 

(reimbursement code: 85581) at the end of 2026.  

 

Dexcom  
Dexcom are planning to discontinue the Dexcom G6 CGM sensor (reimbursement codes: 97628, 

97629), with a planned date for removal from the HSE Reimbursement List of 31/12/2026. 

 

Recommendation 
In relation to the criterion of other relevant factors, consideration was given to information 

submitted by HCPs throughout the evaluation process. Consideration was also given to information 

provided by suppliers regarding CGM sensor replacement, and any upcoming changes to the supply 

status of CGM sensors on the HSE Reimbursement List. 

 

  



 

34 
 

11. Preferred CGM sensor(s) with associated system(s) 
Following review of the submissions received in accordance with the criteria outlined in the 

roadmap, the MMP has identified four preferred CGM sensors with associated systems, for people 

with diabetes requiring CGMii for stand-alone use (i.e. are not insulin pump users). The preferred 

CGM sensors for stand-alone use are outlined in Table 20.  

 

Table 20 Preferred CGM sensors for stand-alone use 

Preferred CGM sensors for stand-alone use 

CGM sensora Reimbursement code 

Freestyle Libre 2 Plus 86901 

Freestyle Libre 2 (for existing users only)b 85581 

Dexcom ONE+ 97636 

Accu-Chek SmartGuide 97633 
aListed alphabetically by supplier name; bAbbott Laboratories Ireland Ltd intend to discontinue the Freestyle Libre 2 CGM sensor at the end 
of 2026, therefore it remains a preferred product until such a time that the product is no longer available.    

 

For people with diabetes who are insulin pump users, using the Mylife Ypsopump, the MMP has 

identified one preferred CGM sensorii, outlined in Table 21.  

 

Table 21 Preferred CGM sensor for use with Mylife Ypsopump 

Preferred CGM sensor for use with Mylife Ypsopump 

CGM sensor Reimbursement code 

Freestyle Libre 3 Plus  86903 

 

 

 

 

 

 

 

 

 

 

 

  

 
iiReimbursement is supported in accordance with Primary Care Reimbursement Service circular 033/23 Continuous Glucose Monitoring 

(CGM) Reimbursement Application System14 

 

 



 

35 
 

Any CGM sensor which has not been identified as a preferred CGM sensor for stand-alone use or a 

preferred CGM sensor for use with a specific insulin pump due to its compatibility, has been 

identified as a non-preferred CGM sensor, as outlined in Table 22.  

 

Non-preferred CGM sensors consist of CGM sensors that did not meet certain criteria as part of the 

MMP evaluation for the identification of preferred continuous glucose monitoring sensor(s) with 

associated system(s). 

 

Table 22 Non-Preferred CGM sensors  

Non-Preferred CGM sensors 

CGM sensor Reimbursement code 

Dexcom G6  97628 

Dexcom G6  97629 

Dexcom G7  97631 

GlucoRx Aidex 85241 

Medtronic Guardian Sensor 3 MMT-7020C1  97680 

Medtronic Guardian Sensor 4 MMT-7040C1 97645 

Medtronic Guardian Sensor 4 MMT-7040QC1 97671 

Simplera Sync Sensor MMT-5120C1  94391 
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12. MMP recommendations 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

The MMP recommends a preferred CGM sensor for stand-alone use for people with 

diabetes* requiring CGM who are not insulin pump users, when:  

✓ First initiating CGM  

✓ Continuing CGM upon review  

✓ Switching CGM sensor with associated system 

*Reimbursement is supported in accordance with Primary Care Reimbursement Service circular 033/23 Continuous Glucose 
Monitoring (CGM) Reimbursement Application System15. 

 

✓  

✓  

 

 

 

Initiating CGM 

When initiating CGM, 

the HCP should first 

assess individual 

requirements. If CGM is 

recommended, the HCP 

should aim to use a 

preferred CGM sensor 

that best suits the 

individual’s needs. 

  

  

 Reviewing CGM 

When reviewing CGM, 

the HCP should first 

assess individual 

requirements. If ongoing 

CGM is recommended, 

the HCP should aim to 

use a preferred CGM 

sensor that best suits the 

individual’s needs. 

  

  

Switching CGM 

sensors 

When switching CGM 

sensors, the HCP should 

first assess individual 

requirements. If ongoing 

CGM is recommended, 

the HCP should aim to 

use a preferred CGM 

sensor that best suits the 

individual’s needs. 

  

 

For people with diabetes who are insulin pump users, using the Mylife Ypsopump, due 

consideration should be given to the use of the preferred CGM sensor Freestyle Libre 3 Plus. 

Preferred CGM sensors for standalone use: Freestyle Libre 2 Plus, Freestyle Libre 2 (for existing 

users only), Dexcom ONE+, Accu-Chek SmartGuide. 

  



 

37 
 

13. References  

(1) World Health Organization. Diabetes: overview. Accessed at https://www.who.int/health-
topics/diabetes#tab=tab_1 on 23/07/2026. 
(2) World Health Organization. Diabetes. Accessed at https://www.who.int/news-room/fact-
sheets/detail/diabetes on 23/07/2026. 
(3) Health Information and Quality Authority. Rapid Health Technology Assessment of Continuous 
Glucose Monitoring in Adults with Type 1 Diabetes Mellitus, September 2023. Accessed at 
https://www.hiqa.ie/reports-and-publications/health-technology-assessment/rapid-health-
technology-assessment-continuous on 23/07/2026. 
(4) Health Service Executive. Primary Care Reimbursement Service. Reimbursement List. Accessed at 
https://www.sspcrs.ie/druglist/pub on 23/07/2026. 
(5) Health Service Executive. HSE-Primary Care Reimbursement Service Diabetes Consumables 
Guidelines for Suppliers. Accessed at https://www2.healthservice.hse.ie/organisation/national-
pppgs/pcrs-diabetes-consumables-guidelines-manufacturers-distributors-suppliers/ on 23/07/2026. 
(6) Electronic Irish Statute Book. Health (Pricing and Supply of Medical Goods) Act 2013. Accessed at 
https://www.irishstatutebook.ie/eli/2013/act/14/enacted/en/html on 23/07/2026. 
(7) Health Products Regulatory Authority. Accessed at https://www.hpra.ie/safety-information/how-
we-monitor-safety/medical-devices/reporting-safety-issues-for-devices on 23/07/2026. 
(8) Health Service Executive. Medicines Management Programme. Preferred continuous glucose 
monitoring sensor(s) with associated system(s). July 2024. On file. 
(9) Department of Health. Adult Type 1 Diabetes Mellitus National Clinical Guideline. Accessed at 
https://assets.gov.ie/static/documents/type-1-diabetes-mellitus-in-adults-version-2-national-
clinical-guideline-no-17-full-re.pdf on 23/07/2026. 
(10) National Institute for Health and Care Excellence. Type 1 diabetes in adults: diagnosis and 
management guideline, accessed at https://www.nice.org.uk/guidance/ng17/resources/type-1-
diabetes-in-adults-diagnosis-and-management-pdf-1837276469701 on 23/07/2026. 
(11) Department of Public Expenditure and Reform. Spending Review 2022: Review of the Long Term 
Illness Scheme. Accessed at https://assets.gov.ie/static/documents/review-of-the-long-term-illness-
scheme-bdcb7f4f-33f5-4579-babd-40194af32b31.pdf on 23/07/2026. 
(12) Health Service Executive. Primary Care Reimbursement Service. Statistical Analysis of Claims and 
Payments 2024. On file. 
(13) Health Service Executive. Medicines Management Programme data. On file. 
(14) Health Service Executive. Medicines Management Programme. Reimbursement application 
system for CGM sensors. Accessed at https://healthservice.hse.ie/staff/information-healthcare-
workers/medicines-management-programme-mmp/glucose-monitoring/ on 23/07/2026. 
(15) Health Service Executive. Pharmacy Circular 033/23 - CGM Reimbursement System. Accessed 
https://about.hse.ie/publications/hcp-pharmacy-circular-03323-cgm-reimbursement-system/ on 
23/07/2026. 
(16) Heinemann L, Schoemaker M, Schmelzeisen-Redecker G et al. Benefits and Limitations of MARD 
as a Performance Parameter for Continuous Glucose Monitoring in the Interstitial Space. JDST. 2020; 
14(1):135–150. 
(17) National Health Service. South West London Continuous Glucose Monitoring Guideline for 
Adults Living with Type 1 Diabetes. Accessed at https://swlimo.southwestlondon.icb.nhs.uk/wp-
content/uploads/SWL-Continuous-Glucose-Monitoring-Guideline-for-Adults-Living-with-Type-1-
Diabetes.pdf on 23/07/2026. 
 

 

https://www.who.int/health-topics/diabetes#tab=tab_1
https://www.who.int/health-topics/diabetes#tab=tab_1
https://www.who.int/news-room/fact-sheets/detail/diabetes
https://www.who.int/news-room/fact-sheets/detail/diabetes
https://www.hiqa.ie/reports-and-publications/health-technology-assessment/rapid-health-technology-assessment-continuous
https://www.hiqa.ie/reports-and-publications/health-technology-assessment/rapid-health-technology-assessment-continuous
https://www.sspcrs.ie/druglist/pub
https://www2.healthservice.hse.ie/organisation/national-pppgs/pcrs-diabetes-consumables-guidelines-manufacturers-distributors-suppliers/
https://www2.healthservice.hse.ie/organisation/national-pppgs/pcrs-diabetes-consumables-guidelines-manufacturers-distributors-suppliers/
https://www.irishstatutebook.ie/eli/2013/act/14/enacted/en/html
https://www.hpra.ie/safety-information/how-we-monitor-safety/medical-devices/reporting-safety-issues-for-devices
https://www.hpra.ie/safety-information/how-we-monitor-safety/medical-devices/reporting-safety-issues-for-devices
https://assets.gov.ie/static/documents/type-1-diabetes-mellitus-in-adults-version-2-national-clinical-guideline-no-17-full-re.pdf
https://assets.gov.ie/static/documents/type-1-diabetes-mellitus-in-adults-version-2-national-clinical-guideline-no-17-full-re.pdf
https://www.nice.org.uk/guidance/ng17/resources/type-1-diabetes-in-adults-diagnosis-and-management-pdf-1837276469701
https://www.nice.org.uk/guidance/ng17/resources/type-1-diabetes-in-adults-diagnosis-and-management-pdf-1837276469701
https://assets.gov.ie/static/documents/review-of-the-long-term-illness-scheme-bdcb7f4f-33f5-4579-babd-40194af32b31.pdf
https://assets.gov.ie/static/documents/review-of-the-long-term-illness-scheme-bdcb7f4f-33f5-4579-babd-40194af32b31.pdf
https://healthservice.hse.ie/staff/information-healthcare-workers/medicines-management-programme-mmp/glucose-monitoring/
https://healthservice.hse.ie/staff/information-healthcare-workers/medicines-management-programme-mmp/glucose-monitoring/
https://about.hse.ie/publications/hcp-pharmacy-circular-03323-cgm-reimbursement-system/
https://swlimo.southwestlondon.icb.nhs.uk/wp-content/uploads/SWL-Continuous-Glucose-Monitoring-Guideline-for-Adults-Living-with-Type-1-Diabetes.pdf
https://swlimo.southwestlondon.icb.nhs.uk/wp-content/uploads/SWL-Continuous-Glucose-Monitoring-Guideline-for-Adults-Living-with-Type-1-Diabetes.pdf
https://swlimo.southwestlondon.icb.nhs.uk/wp-content/uploads/SWL-Continuous-Glucose-Monitoring-Guideline-for-Adults-Living-with-Type-1-Diabetes.pdf


 

38 
 

14. Appendices  

Appendix A: 2025 HSE-MMP roadmap for the identification of preferred 
continuous glucose monitoring sensor(s) with associated system(s)  
Introduction 
Continuous glucose monitoring (CGM) systems provide an alternative approach to using blood 
glucose test strips for self-monitoring of blood glucose, by measuring glucose levels in the interstitial 
fluid (a thin layer of fluid around the cells). These systems comprise of sensors, transmitters (or 
combined sensors and transmitters), and a mechanism to display the results (readers/receivers or 
smart device application).  
 
Patients can access CGM sensors under the Community Drug Schemes (CDS), as they are included on 
the Health Service Executive-Primary Care Reimbursement Service (HSE-PCRS) list of reimbursable 
items.  
 
For CGM sensors to be included on the list of reimbursable items, they must have satisfied the 
certification process, as outlined in the HSE-PCRS Diabetes Consumables Guidelines for 
Manufacturers/Distributors/Suppliers, at the time of their application. This process is underpinned 
by the Health (Pricing and Supply of Medical Goods) Act 2013. The Health Products Regulatory 
Authority (HPRA) has a regulatory role involving the monitoring of medical devices (e.g. CGM 
sensors) in Ireland including operating a national reporting system for medical devices.  
 
Rapid Health Technology Assessment 
The Health Information and Quality Authority (HIQA) Rapid Health Technology Assessment of 
Continuous Glucose Monitoring in Adults with Type 1 Diabetes Mellitus was published on 29 
September 2023. This assessment included a number of recommendations and advice points, the 
following of which are relevant to this roadmap: 

• Switching to an economically advantageous CGM system, when clinically appropriate to do 
so, may result in cost savings for the HSE. 
 

Preferred CGM sensors 
A number of ongoing initiatives have been developed and implemented by the HSE-Medicines 
Management Programme (MMP) from late 2023, including the completion of an evaluation to 
identify preferred CGM sensor(s) with associated system(s) in July 2024.  Further information is 
available on the MMP’s website https://www.hse.ie/eng/about/who/cspd/medicines-
management/glucose-monitoring/preferred-cgm-sensors/  
 
Utilisation & Expenditure 
While the number of patients accessing CGM sensors has continued to increase, overall monthly 
expenditure on CGM sensors has declined from a high of €5.37 million in November 2023, when 
approximately 17,100 patients accessed CGM sensors, to €4.94 million in December 2024, when 
approximately 19,860 patients accessed CGM sensors. There has been a significant increase in 
utilisation of preferred CGM sensors, along with a corresponding decrease in the utilisation of the 
non-preferred CGM sensors. This trend is contributing to a reduction in the monthly cost per patient, 
accessing CGM sensors under the CDS.  
 
Updated Evaluation Process 
The MMP will undertake an updated evaluation to identify preferred CGM sensor(s) with associated 
system(s) to support safe, effective and cost-effective prescribing in Ireland. The MMP will publish 
an updated evaluation document and an updated recommendation for the use of the preferred 
CGM sensor(s) with associated system(s). A collaborative approach involving clinicians, nurses, 

https://www.hse.ie/eng/about/who/cspd/medicines-management/glucose-monitoring/preferred-cgm-sensors/
https://www.hse.ie/eng/about/who/cspd/medicines-management/glucose-monitoring/preferred-cgm-sensors/
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pharmacists, patients and the health service will be required to continue to increase utilisation of 
the preferred CGM sensor(s) with associated system(s).  
 
A number of criteria may be considered by the MMP in identifying the preferred CGM sensor(s) with 
associated system(s), including:  

1. Acquisition cost of the CGM sensor 
2. CGM sensor features 
3. Associated system features (and accompanying costs if applicable) 
4. Expenditure in the area and potential for cost efficiencies 
5. Provision of patient support services by the supplier 
6. Provision of education resources to healthcare professionals by the supplier 
7. Robustness of supply of CGM sensor with associated system to the Irish Market 
8. Patient factors 
9. Any other relevant factors  

 
Work Plan 
The MMP will commence work on updating the preferred CGM sensor(s) with associated system(s) 
review, using the process as outlined in this roadmap. This includes a consultation period where 
submissions are invited from all relevant stakeholders, including the suppliers of CGM sensors with 
associated systems. This process will be limited to CGM sensors on the list of reimbursable items, or 
those that are the subject of an application for addition to the list of reimbursable items submitted 
to the HSE by close of business on 8 October 2025. In addition, the CGM sensor and associated 
system must be available for supply to the Irish market. 
 
Submissions can be emailed to mmp@hse.ie. Alternatively, the MMP can provide access to a secure 
file transfer system for submissions, please contact the MMP for further details. The MMP will issue 
confirmation of receipt of submission within 72 hours. Please contact the MMP if you do not receive 
confirmation of receipt after this time. 
 
The consultation period will open on 10 November 2025. The closing date for submissions is 8 
December 2025 at 1pm. 
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Appendix B: Identification of preferred continuous glucose monitoring 
sensor(s) with associated system(s): 2025 Cover Page for Submissions 
For each continuous glucose monitoring (CGM) sensor included in a supplier submission, information 
as outlined in section A should be provided, and included as the cover page for the submission. All 
CGM sensors included in the supplier submission should be itemised in section A. Section B must be 
completed by all suppliers. 
Section A: 
Please indicate in the table which of the following options apply: 
1. For submission of a CGM sensor that was not considered under the 2024 Roadmap, information 

in relation to all the criteria as set out in the 2025 HSE-Medicines Management Programme (MMP) 
roadmap for the identification of preferred continuous glucose monitoring sensor(s) with 
associated system(s) should be provided.  
 

2. For submission of a CGM sensor that was previously considered under the 2024 Roadmap: 
A) Please confirm if the information in relation to the CGM sensor published in the following 

documentation remains valid  

• Preferred continuous glucose monitoring sensor(s) with associated system(s) 
evaluation report  

• Preferred CGM sensors poster 
available at the following link: https://www.hse.ie/eng/about/who/cspd/medicines-
management/glucose-monitoring/preferred-cgm-sensors/  
 

B) Please confirm if any previously submitted information needs to be updated, if so, please 
provide the updated information in line with the criteria as set out in the 2025 HSE-MMP 
roadmap for the identification of preferred continuous glucose monitoring sensor(s) with 
associated system(s)  
 

CGM sensor name PCRS reimbursement code Option 1  Option 2A  Option 2B  

     

     

     

     

HSE-Primary Care Reimbursement Service. Diabetes Consumables Guidelines for Manufacturers/Distributors/Suppliers November 2023. Available:  
https://www2.healthservice.hse.ie/organisation/national-pppgs/pcrs-diabetes-consumables-guidelines-manufacturers-distributors-suppliers/ 

Section B: 
I, the undersigned, confirm compliance with:  

• Applicable national standards and European Commission standards 

• All applicable laws 
for all products (CGM sensors and accompanying systems) listed in the table in section A above. 
                          
Managing Director Signature: _________________________ 

Managing Director Name:       _________________________ 

Company name:                        _________________________ 

Date of submission:                 _________________________ 

Submissions can be emailed to mmp@hse.ie. Alternatively, the MMP can provide access to a secure 
file transfer system for submissions, please contact the MMP for further details. The MMP will issue 
confirmation of receipt of submission within 72 hours. Please contact the MMP if you do not receive 
confirmation of receipt after this time.  

https://www.hse.ie/eng/about/who/cspd/medicines-management/glucose-monitoring/preferred-cgm-sensors/preferred-continuous-glucose-monitoring-sensor-s-with-associated-system-s-evaluation-report.pdf
https://www.hse.ie/eng/about/who/cspd/medicines-management/glucose-monitoring/preferred-cgm-sensors/
https://www.hse.ie/eng/about/who/cspd/medicines-management/glucose-monitoring/preferred-cgm-sensors/
https://www2.healthservice.hse.ie/organisation/national-pppgs/pcrs-diabetes-consumables-guidelines-manufacturers-distributors-suppliers/
mailto:mmp@hse.ie

