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Health & Safety Risk Assessment Form

Ref: RE: Generic Risk Assessment Form

NHSF:026:08:WE9

Issue date: October 2017 Revised Date: May 2025

Author(s): National Health & Safety Function

Legislation Under Section 19 of the Safety, Health and Welfare at Work Act, 2005 and associated Regulations, it is the duty of the
employer to identify the hazards and assess the associated risks in the workplace. All risk assessments must be in writing
and the necessary control measures to eliminate or minimise the risks documented and implemented.

Note:! When conducting risk assessments consideration should be paid to the risk presented and the means of avoiding and

mitigating any such risk so far as is reasonably practicable.

It is the responsibility of local management to implement any remedial actions identified.

" Please note this cover does not require printing for every Risk Assessment
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Generic Risk Assessment Form — Slip, Trips and Falls in External Areas

Division: RHA A

Source of Risk: Risk Assessment

HG/CHO/NAS/Function: HG

Primary Impact Category: Harm to person

Hospital Site/Service: XXX Hospital

Risk Type: Operational

Dept/Service Site: XXX Hospital Site

Name of Risk Owner (BLOCKS): Joe Bloggs, Maintenance Manager

Date of Assessment: 16.07.25

Signature of Risk Owner: Joe Bloggs

Unique ID No: 015

Risk Co-Ordinator: N/A

DESCRIPTION

of injury to employees, service users
and visitors due to of slips/trips and
falls hazards while using the external
grounds and carparks of the
hospital.

Objective being impacted: Compliance with OSH legislation and
the maintenance of a safe and healthy work environment.
2HAZARD & RISK

External Slip Trip Fall Hazards - Risk

EXISTING CONTROL MEASURES

Pedestrian walkways are provided
throughout the carpark and
pedestrian areas

Pedestrian crossings with operational
lights are present with blister paving
to assist visually impaired individuals
Maintenance dept ensure paths are
kept clear of obstacles and hazards
such as potholes, moss, and leaves
as part of their documented weekly
checks (available in facilities
manager’s office). Staff must report
any hazards/defects to maintenance
or line manager.

Barriers / cordons and signage are
used to secure unsafe areas until
repairs are completed

Any unused stock or items for
disposal are safely and securely
stored in a designated are in the yard
so as to prevent STF’s hazards and
avoid blocking emergency egress
routes and walkways

Steps or changes in ground levels
are highlighted with contrasting
colours

Handrails are provided at the steps

ACTIONS [ADDITIONAL

CONTROLS] REQUIRED

Pedestrian crossing lighting to be
included as part of the preventative
maintenance schedule.

One bulb needs replacing at the
pedestrian crossing beside Carpark A.

'Risk Assessor(s): Joe Bloggs, Brian Mullen H&S Rep

SACTION

OWNER
Joe Bloggs,
Maintenance
Manager

Joe Bloggs,
Maintenance
Manager

DUE
DATE

01/08/2025

Immediate
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e Lighting is present throughout all
external areas and works on a
sensor system. Lighting and bulbs
are checked as part of the
preventative maintenance schedule

e Speed limit signage is in place 8
Km/h restriction

e Signage is present to direct visitors
and service users to the various
departments

¢ Internal emergency plan, Doc No.
IEP 108 is in place for severe
weather conditions

e Stock grit/salt bins are located in key
locations such as the yard and
carpark entrances for severe weather

e Pedestrian routes such as paths from
car parking to entrances are cleared,
salted/gritted by maintenance

¢ Drains take away excess water after
rain. Drains are maintained as part of
the preventative maintenance
schedule

e No parking permitted on the
walkways. Signage in place. This is
controlled by contracted parking
attendants (ABC Parking) with
clamping in operation. Parking
management policy available on
hospital intranet

o Parking pay meters in the carpark
are covered to keep area dry as to
avoid ground getting slippery

' Risk Assessor required for OSH risks only.
2 Where the risk being assessed relates to an OSH risk please ensure the HAZARD and associated risk are recorded. Other risk assessments require a risk description only.
3 Person responsible for the action.
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o Walkways to the entrances of the
hospital is covered by an external
canopy.

e All planned construction works to
include a traffic management plan
specific to the planned works, this is
communicated to all staff and
appropriate controls put in place.
Issues and outcomes discussed at
Hospital H&S committee and
construction project progress
meetings

e All staff (100%) have completed the
required Slips, trips and falls training
on HSelLanD as per TNA.

¢ All preventative maintenance
schedules and associated
documentation is available in the
facilities managers office

e All accidents/incidents must be
reported to line manager for

ropriate follow up.

'Inherent Risk 2Residual Risk 3Target Risk

Rating Rating Rating
Sllliees) [Likelihood | Likelihood [Likelihood x | Likelihood [Likelihood x Closed
[1-5] [1 -5] [1 -5]
x Impact] Impact] Impact]

" Rating before consideration of existing controls.
2 Rating after consideration of existing controls.
3 Desired rating after actions.
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